
Verfwaren NEN-EN-ISO 2376:2019 Anodizing of aluminium and its alloys -

Determination of breakdown voltage and 

withstand voltage

NEN-EN-ISO 3211:2019 Anodizing of aluminium and its alloys - 

Assessment of resistance of anodic oxidation

coatings to cracking by deformation

NEN-EN-ISO 8289-2:2019 Vitreous and porcelain enamels - Low-voltage 

test for detecting and locating defects - Part 2: 

Slurry test for profiled surfaces

Metallieke Deklagen ISO/DIS 11890-2:2019 Paints and varnishes - Determination of volatile 

organic compound (VOC) and semi volatile organic 

compound (SVOC) content - Part 2: 

Gas-chromatographic method

ISO/DIS 13076:2019 Paints and varnishes - Lighting and procedure for 

visual assessments of coatings

ISO/DIS 18314-4:2018 Analytical colorimetry - Part 4: Metamerism index 

for pairs of samples at change of illuminant

ISO/DIS 22969:2018 Paints and varnishes - Determination of solar

 reflectance

ISO/DIS 23169:2019 Paints and varnishes - On-site test methods on 

quality assessment for interior wall coatings

ISO/DIS 276:2019 Binders for paints and varnishes - Linseed stand 

oil - Requirements and methods of test

ISO/DIS 8504-2 Preparation of steel substrates before application 

of paints and related products - Surface 

preparation methods - Part 2: Abrasive blast-

cleaning

ISO/DIS 14713-2:2019 Zinc coatings - Guidelines and recommendations 

for the protection against corrosion of iron and 

steel in structures - Part 2: Hot dip galvanizing

ISO/DIS 2106:2019 Anodizing of aluminium and its alloys - 

Determination of mass per unit area (surface 

density) of anodic oxidation coatings - 

Gravimetric method

ISO/DIS 22462:2019 Metallic and other inorganic coatings - Test 

methods of friction coefficient measurement of 

chemical conversion coatings

ISO/DIS 6370-2:2019 Vitreous and porcelain enamels - Determination 

of the resistance to abrasion - Part 2: Loss in mass 

after sub-surface abrasion

ISO/DIS 8044:2019 Corrosion of metals and alloys - Basic terms and 

definitions

ISO/DIS 8289-1:2019 Vitreous and porcelain enamels - Low-voltage test 

for detecting and locating defects - Part 1: Swab 

test for non-profiled surfaces


